Alarm Notification for Technicians
(ANT)
 
CS4961 Senior Design
 
Software Design Specification
 
Prepared by:
Andrew Garcia
Dave Bravo-Ruelas
Jose Virgen
Alex Perez
George Arias
Yao Tsai

 
 
Section 1: Introduction
 
1.1              Purpose
 
This document will outline in detail the software architecture and design for the Alarm Notification for Technicians (ANT).  This document will provide several views of the system's design in order to facilitate communication and understanding of the system.  It intends to capture and convey the significant architectural and design decisions that have been made for the ANT.
 
1.2              Scope
 
This document provides the architecture and design of the ANT.  It will show how the design will accomplish the functional and non-functional requirements detailed in the ANT Functional Requirements and Design (FRD) document.
 
1.3              Intended Audience
 
This document is written on a technical level to address CSULA Computer Science department.
 
1.4              References
 
· Alarm Notification for Technicians (ANT) Functional Requirements and Design (FRD) Document.
 
1.5              Definitions
 
· ANT – Alarm Notification for Technicians
· NoSQL – Not Only Structured Query Language
· IDE – Integrated Development Environment
 
 
Section 2: System Overview
 
The app (henceforth referred to as "app name") is a mobile application that will provide DirecTV/AT&T with the capabilities of receiving alarms from DirectTV/AT&T and notifies appropriate engineers when anomaly happens. It will also provide a detailed survey to the responsible engineer for each anomaly resolution that will be used for future monthly reports and prediction reports. The app is also capable of generating different types of reports based on user queries.
 
2.1   	Context Diagram (level 0 Data Flow Diagram)
[image: lvl 0.png]
2.2   	Context Diagram (level 1 Data Flow Diagram)
 
 
Section 3: Design Considerations
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3.1   	Goals
 
The foremost objective of "app name" is to make improvements to DIRECTV’s nationwide signal monitoring network and enhance DIRECTV’s ability to quickly detect, and more effectively respond, to anomalies in these delivered signals.
 
3.2   	Development Methods
 
This project is being conducted using a modified waterfall paradigm with two implemental builds (alpha and beta).  The development process is formal with document and code reviews.
 


Section 4: Architectural Strategies
4.1   	Use of a particular type of product (programming language, database, library, etc.)
 
ANT is being developed on the Android platform for mobile devices using Android Studio as the integrated development environment (IDE). Android is a sub-language derived from the Java programming language. ANT’s database is being operated on Mongo (NoSQL) server.
 
4.2   	Reuse of existing software components to implement various parts/features of the system
 
ANT is utilizing Firebase open source services to handle push notifications for Android platform.
 
4.3   	Future plans for extending or enhancing the software
 
Future plans for ANT are including but not limited to:
 
· Improving the cosmetic look of ANT for a more pleasurable viewing experience.
· Implementing further predictive algorithms, aiding ANT users prevent anomalies with uplink equipment.
 
4.4   	User interface paradigms (or system input and output models)
 
Use of ANT will be using the graphical display paradigm. ANT will also communicate via the World Wide Web to servers for data retrieval and storage. Input of data to ANT for use in functions will be either in user input textboxes or dropdown choice menus. Output of ANT will be given via visual graphs and alarms (thresholds are being broken).
 
4.5   	External databases
 
No external data bases will be utilized unless specified by Medtronic.
 
4.6   	Distributed data or control over a network
 
No use of distributed data is necessary. Control over a network will be provided to authenticated users via username and password. Authenticated users will only have access to their own data.
 
4.7   	Generalized approaches to control
 
Approaches to control shall be achieved when the user successfully enters their personal username and password.
 
4.8   	Concurrency and synchronization
 
The mobile device shall be synchronized to the SQL database server.
 
4.9   	Communication mechanisms
 
Communications in ANT will be done over a mobile network or wireless fidelity (Wi-Fi) connection.
 
Section 5: System Architecture
 
5.1   	component-1 (subsystem-1) Mobile Device (Android Phone)
 
5.1.1 – The mobile device will be were the application will be installed. The mobile device will provide the user a touch screen interaction with ANT. The mobile device will also provide the means of communication to the SQL database server via the user’s mobile network or Wi-Fi connection.
 
5.2   	component-2 (subsystem-2) SQL Database Server
 
5.2.1 – The SQL database server is where all information relative to the application will be store. This will include user’s login information, personal information, alarm information, user resolution to each alarm. The data will be accessed via ANT through HTTP connection embedded in the application’s functions. The SQL database server will allow the ANT to update, and insert data into predefined tables established.
 
Section 6: Detailed System Design
 
Login - Module 6.1
The system will provide standard login and security features.
 
Register - Module 6.2
The system will provide standard registration and security features.
Alarm - Module 6.3
Performs several tasks vital to the system. This module enables the system to receive alarms, parse them, and archive them into a database. It is also responsible for displaying and differentiating current alarms, and past alarms. When displaying the details of an alarm, it also enables the user to accept or decline an alarm, and update the alarm accordingly. The Alarm Module is also responsible for handling push notifications--both incoming and outgoing. Incoming push notifications will be visualized, and outgoing push notifications will be relevant to alerting appropriate users of an alarm. Furthermore, the Alarm Module shall retrieve alarms from a database for visualization (this is separate to the Report Module).
Report - Module 6.4
Provides standard query functionalities. Shall also provide a variety of generated reports based on specified type and parameters, and visualize the reports in a meaningful way.
Survey - Module 6.5
Provides a preloaded survey related to the current alarm, and allows submission for archiving in database.
 
 
 
 
Section 7: Graphical User Interface Design
GUI Design.
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